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Report Information
Client Information
Client Name

Joe Smith

Client Phone

555-555-5555

Property Information
Approximate Year Built

1997

Approximate Square Footage

2400

Number of Bedroom

4

Number of Bath

2.5

Direction House Faces

west

Inspection Information
Inspection Date

10/30/19

Inspection Time

10:00AM

Weather Conditions

Overcast

Outside Temperature

60 degrees

Price for Inspection

$390

Key Terms
Definition of conditions:
AS = Appears Serviceable: The item appeared to be in working or usable condition with no major discrepancies noted.
R = Repair: The item showed indications of either a minor, major or material defect. A certified professional should be contacted for
further evaluation and/or repair where noted within this report.
S = Safety Issue: The item is considered a safety hazard and can cause harm to people or property. These items need to be
repaired as soon as possible.
NI = Not Inspected: The item was not inspected during the inspection.
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Report Summary Page
This is only a summary of the inspection report and is not a complete list of discrepancies.

Section

Condition# Comment

Roofing
Roof Covering
Condition

1.3

The roof covering showed signs of cracking, curling, and loss of
granules as well as several loose shingle sections that were observed
during my inspection. This condition generally indicates that the roofing
materials are approaching or close to the end of their useful life.
Replacement is most likely needed for this roof. I cannot offer an
opinion as to whether the roof leaks today unless it is moderately
raining at the time of inspection. I recommend further evaluation by a
qualified roofing contractor prior to close. The client should obtain full
disclosure / history information from the seller prior to close.

Exterior
Back Entrance
Conditions

3.2

The railings were loose and should be repaired / secured. Meant to
support 200lbs in any direction. This is a safety hazard and needs
correction.

Exterior Door
Conditions

3.5

The bottom corners of the rear entrance door frame show signs of
wood rot. This condition will worsen over time. Repair & maintenance
is recommended.

Heating - Air
AC Unit Conditions

4.5

This unit was not tested due to the outside air temperature being below
65⁰F. Testing this unit under these conditions could result in damage to
the unit. It would be prudent to have this unit serviced by a qualified
HVAC technician prior to first seasonal use. The suction line insulation
is torn away and is in need of repair/replacement.

Plumbing
Water Heater
Conditions

5.3

Water heater was operable during my inspection. Good. No expansion
tank present during my inspection. As water heats, it expands and an
expansion tank is needed to alleviate this pressure. It is recommended
to have one installed by a qualified professional.

Electrical
Electrical Panel
Conditions

6.3

Two or more wires were connected to one breaker in the panel. This
condition can add to the load of the affected electrical circuit(s) causing
a possible overload, tripping or arcing at the breaker(s). Current
standards require circuits to be independently protected. Recommend
an electrician properly separate circuits. See attached photos

Interiors
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Report Summary Page
Laundry Room
Conditions

7.11

Clothes washer is missing a water leak catch pan underneath. It is
recommended to use a catch pan under this appliance. The electrical
receptacle adjacent to the clothes washer is not GFCI protected and
should be replaced with a GFCI receptacle by a qualified electrician.

Bath(s)
2nd Floor Master

8.3

The plumbing fixtures were functional during my inspection. GFCI
tested functional. Good. 2nd floor master bathroom window seal is
broken and rust is visible. It is recommended to have this window
replaced by a qualified professional.

Garage
Electrical Conditions

9.2

The electrical receptacle in the garage adjacent to the water hose is
not a GFCI protected outlet. All electrical receptacles in a garage
should be GFCI protected. It is recommended that a qualified
electrician install a GFCI receptacle.

Attic
Attic Conditions

10.1

Moisture damage / deterioration was observed at sheathing adjacent to
gable vent. Recommend further evaluation and repair as needed by a
qualified / licensed contractor.

Basement
Electrical Conditions

12.6

This receptacle is located adjacent to the clothes washer in the
basement. It is not a GFCI protected receptacle and should be. This
receptacle should be replaced with a GFCI receptacle by a qualified
electrician.
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1 Roofing
R = Repair | AS = Appears Serviceable | NI = Not Inspected | S = Safety |

1 Roofing
Roof Covering
We are not professional roofers. Feel free to hire one prior to closing. We inspect the roof covering, drainage systems, flashings, skylights,
chimneys, and roof penetrations. This is not an exhaustive inspection of every installation detail of the roof system according to the manufacturer’s
specifications or construction codes. This is not a warranty or guarantee of the roof system.

1.1) Flashing Conditions

The exposed / visible flashings appeared to be in good condition at the time of my inspection.

1.2) Gutter & Downspout Conditions

R

Gutter downspout extension adjacent to the electrical meter was detached and damaged during
my inspection. A condition such as this will allow for water to drain directly next to the foundation.
This extension should be replaced and water diverted 6 feet or more from the foundation.

Extension detached / damaged

Roof Style

Gable.
3-tab Asphalt composition shingles.
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R = Repair | AS = Appears Serviceable | NI = Not Inspected | S = Safety |

Roof Covering Material
Number of Layers

1

1.3) Roof Covering Condition

R

The roof covering showed signs of cracking, curling, and loss of granules as well as several loose
shingle sections that were observed during my inspection. This condition generally indicates that
the roofing materials are approaching or close to the end of their useful life. Replacement is most
likely needed for this roof. I cannot offer an opinion as to whether the roof leaks today unless it is
moderately raining at the time of inspection. I recommend further evaluation by a qualified roofing
contractor prior to close. The client should obtain full disclosure / history information from the seller
prior to close.

Loose Shingles
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2 Grounds
R = Repair | AS = Appears Serviceable | NI = Not Inspected | S = Safety |

2 Grounds
Grading
Grading Slope

The grading of the exterior is moderately sloped. These
grading conditions will effectively divert water down and
away from the foundation. The appropriate slope for
proper drainage is 6 inches of downward slope for 10
feet of distance from the foundation.

2.1) Grading Conditions

General grading of the soil around the foundation appears to be in serviceable condition at the
time my inspection.

Driveways - Sidewalks - Walkways
Driveway Material

Asphalt

2.2) Driveway Conditions

Common cracks were observed in the driveway. These cracks are present on much of the
driveway surface and it is recommended to have the driveway resealed by a qualified
professional.
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Driveway cracks

Sidewalk Material

Concrete

2.3) Sidewalk Conditions

Cracks and some settlement were observed. Although not an immediate concern, walkways
should be monitored for future movement.

Retaining Wall
Retaining Wall Material

Blocks

2.4) Retaining Wall Conditions

The retaining wall in the backyard was uneven. Some repair may be warranted. The retaining wall
nearest the front of the home is in good condition.
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Uneven retaining wall
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3 Exterior
R = Repair | AS = Appears Serviceable | NI = Not Inspected | S = Safety |

3 Exterior
Method of Inspection
We are not exterior experts. Feel free to hire one prior to closing. We walk the exterior several times as part of our inspection. Water can be
destructive and create conditions that can be harmful to health. The ideal property will have ground around the foundation that slopes away from the
residence about 6 inches for the first 10 feet from the foundation. We recommend closely monitoring and inspecting the exterior during a heavy
rainstorm to observe the way the surface water is managed. Standing puddles close to the foundation should be avoided. We do not inspect all of
the spot lights and decorative garden lights as some may be on timers. Any low-voltage or garden lights installed would not be permanent and may
not stay with the house.

Front - Back Entrance
Front Entrance Type

Covered Porch.

3.1) Front Entrance Conditions

The visible and accessible areas of the porch were in good condition at the time of my inspection.
Doorbell tested and was functional.

Back Entrance Type

Deck.

3.2) Back Entrance Conditions

R

The railings were loose and should be repaired / secured. Meant to support 200lbs in any
direction. This is a safety hazard and needs correction.

11/43
43
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Exterior Walls
Structure Type

Poured concrete.

Exterior Wall Covering

The visible and accessible areas of the exterior siding
material are vinyl. Appears in good condition at the time of
my inspection.

3.3) Exterior Wall Conditions

Vegetation was in contact with the exterior walls and this draws moisture to the structure. The
vegetation should be trimmed away from the exterior wall coverings.

Exterior Windows - Doors
Window Type

Double Hung.
12/43
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3 Exterior
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Window Material

Vinyl.

3.4) Window Conditions

Windows were in good condition at the time of my inspection. Good. Recommend maintenance as
needed.
3.5) Exterior Door Conditions

R

The bottom corners of the rear entrance door frame show signs of wood rot. This condition will
worsen over time. Repair & maintenance is recommended.

Wood Rot

Exterior Water Faucet(s)
Faucet Location

West side of home.

3.6) Faucet Conditions

As part of our inspection, we do operate exterior faucets where temperatures below 36 degrees
Fahrenheit are present. No visible damage to the exterior faucet was observed during my
inspection.
Chimney
We are not certified chimney professionals. Only a level two inspection performed by a CSIA (Chimney Safety Institute of America) certified chimney
sweep can determine the condition of the flue and whether the fireplace is safe to use. We recommend a cleaning and level two inspection of the
fireplace(s) and chimney flues before closing. More information about fireplaces and chimneys can be obtained at www.CSIA.com.

3.7) Chimney Conditions

The visible and accessible portions of the chimney appeared to be in serviceable condition at the
time of the inspection. Recommend maintenance annually by a certified chimney sweep.
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4 Heating - Air
R = Repair | AS = Appears Serviceable | NI = Not Inspected | S = Safety |

4 Heating - Air
Heating
We are not HVAC professionals. Feel free to hire one prior to closing. This inspection of the heating system is a visual inspection using only normal
operating controls. A detailed evaluation of the interior components is beyond the scope of a home inspection. We do not operate the heating
system when the outside air temperature is too hot, to prevent damage to the unit. It is important that any recommendation we make for service,
correction, or repair be scheduled prior to closing or purchasing the property because a hired professional could reveal defects or recommend
further repairs that could affect your evaluation of the property. Note: Health is an important personal responsibility. We recommend having the air
quality tested and the ductwork or baseboards cleaned as a prudent investment in personal safety.

4.1) Distribution Conditions

The visible and accessible areas of the distribution system appeared to be in good condition at the
time of inspection.

4.2) Ventilation Conditions

The visible and accessible portion of the venting flue appeared to be in good condition at the time
of the inspection.

4.3) Thermostat Condition

15/43
43
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The thermostat operated normally during my inspection and is programmable. Good.

Location of Unit

Basement.

Heating Type

Forced Air.

Energy Source

Natural Gas.

4.4) Unit Conditions

The heating unit operated normally at the time of my inspection using normal operating controls.
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4 Heating - Air
R = Repair | AS = Appears Serviceable | NI = Not Inspected | S = Safety |

Distribution Type

The visible areas of the heat distribution system is
ductwork with registers. A good rule of thumb for
homeowners is to have these ducts cleaned every 3-5
years.

Air Condition - Cooling
We are not HVAC professionals. Feel free to hire one prior to closing. We are not required to inspect parts which are not readily accessible, such as
the coil, compressor, or valves. We do not inspect the electronic air filter, determine cooling supply adequacy, or determine distribution balance. We
do not operate the cooling system when the outside air temperature is too cool. (Below 65F) It is important that any recommendation we make for
service, correction, or repair be scheduled prior to closing or purchasing the property because a hired professional could reveal additional defects or
recommend further repairs that could affect your evaluation of the property. Note: Health is an important personal responsibility. We recommend
having the air quality tested and the ductwork or baseboards cleaned as a prudent investment in personal safety.

Type of Cooling System

Split system.

AC Unit Power

240V

Service switch

4.5) AC Unit Conditions
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This unit was not tested due to the outside air temperature being below 65⁰F. Testing this unit
under these conditions could result in damage to the unit. It would be prudent to have this unit
serviced by a qualified HVAC technician prior to first seasonal use. The suction line insulation is
torn away and is in need of repair/replacement.

Leaning - Monitoring recommended

Suction line insulation torn
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5 Plumbing
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5 Plumbing
Method of Inspection
We are not professional plumbers. Feel free to hire one prior to closing. All plumbing fixtures as well as bathroom fixtures such as toilets, tubs,
showers, and sinks are inspected. Approximately 15 minutes of water is discharged at each fixture. Readily visible water-supply and drain pipes are
inspected. Plumbing access panels, if readily accessible, are opened. We do not perform water leak tests on drain lines or shower pans. Our visual
inspection seeks to determine if there are any active leaks present during our limited time at the property.

Water Supply Lines
Supply Line Material

The visible material used for the supply lines is copper.

5.1) Supply Line Conditions

The visible portions of the supply lines appeared to be in good condition at the time of inspection.
All of the supply lines were not fully visible or accessible at the time of the inspection due to walls
and finished portions of the home.
Drain - Waste Lines
Drain Line Material

The visible portions of the waste lines are PVC.

5.2) Drain Line Conditions

The visible portions of the waste lines appeared to be in good condition at the time of my
inspection. All of the waste lines were not fully visible or accessible at the time of the inspection
due to walls and finished portions of the home.

Water Heater(s)
Water Heater Type

Natural Gas

Water Heater Location

Basement

Water Heater Capacity

40 Gallons

5.3) Water Heater Conditions

19/43
43

5 Plumbing
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Water heater was operable during my inspection. Good. No expansion tank present during my
inspection. As water heats, it expands and an expansion tank is needed to alleviate this pressure.
It is recommended to have one installed by a qualified professional.

TPR Valve

Missing Water Catch Pan

Water Main Line
Main Shutoff Location

The main valve is located in the basement closet by the
staircase.
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Main Line Material

The visible material of the main line / pipe appears to be
copper.

5.4) Main Line & Valve Conditions

The visible portion of the main pipe and valve appeared to be in good condition at the time of the
inspection.
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6 Electrical
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6 Electrical
Service Drop - Weatherhead
We are not professional electricians. Feel free to hire one prior to closing. If it is safe enough to open the electrical panel, we will check the interior
components of service panels or sub panels, the conductors, and the over-current protection devices. Inside the home, we will check a
representative number of installed lighting fixtures, switches, and receptacles. It is important that any recommendation we may make for correction
is completed before the closing or purchase of the property because an electrician could reveal other problems or recommend repairs.

Electrical Service Material

Aluminum.

Number of Conductors

Two.

6.1) Electrical Service Conditions

The main service entry appeared to be in serviceable condition at the time of inspection.

Electrical Service Type

The electrical service is underground.

Main Electrical Panel
Main Disconnect Location

At Main Panel.

Electric Panel Location

The main electric panel is located in the garage.

Panel Amperage Rating

200 Amps

Circuit Protection Type

Breakers.

6.2) Wiring Methods

Plastic insulated (romex) type wire is present.
6.3) Electrical Panel Conditions

R
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Two or more wires were connected to one breaker in the panel. This condition can add to the load
of the affected electrical circuit(s) causing a possible overload, tripping or arcing at the breaker(s).
Current standards require circuits to be independently protected. Recommend an electrician
properly separate circuits. See attached photos

Double Tap
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7 Interiors
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7 Interiors
Walls - Ceilings - Floors
We check a representative number of doors and windows during our limited inspection time. We are not required to inspect the paint, wallpaper,
carpeting, window treatments, or screens. We do not move furniture, lift carpets or rugs, or empty closets or cabinets.

7.1) Wall Conditions

The general condition of the walls appeared to be in serviceable condition at the time of my
inspection.
7.2) Ceiling Conditions

AS

7.3) Floor Conditions

The general condition of the visible and accessible portions of the floors appeared to be in good
condition at the time of my inspection.
Windows - Doors
7.4) Interior Window Conditions

A representative number of windows were inspected. These windows were opened and closed
and the locking mechanisms tested as well. No defects were observed.
7.5) Interior Door Conditions

A representative number of doors were inspected for proper functionality.
Electrical Conditions
7.6) Electrical Conditions

A representative number of receptacles were tested for functionality and no defects were
observed during my inspection.
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7 Interiors
R = Repair | AS = Appears Serviceable | NI = Not Inspected | S = Safety |

7.7) Lighting Conditions

All fixtures with a dedicated switch were turned on and observed to be functioning properly during
my inspection.
7.8) Ceiling Fan Conditions

Three ceiling fans were located in the upstairs living spaces. These fans operated normally during
my inspection.
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7.9) Smoke / CO Detector Conditions

Every floor of a residence should have at least one smoke detector. Bedrooms should all have a
smoke detector. At least 1 carbon monoxide detector should be installed in a residence. A room
with a wood or gas-burning fireplace should have either a smoke detector or a carbon monoxide
detector installed. All smoke detector alarms should sound simultaneously should one smoke
detector alarm activate. The carbon monoxide detector located next to the basement laundry area
is outdated and should be replaced with a modern carbon monoxide detector.

Co detector outdated

Fireplace
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Fireplace Location

A wood fireplace is located in the family room.

Fireplace materials

The fireplace is metal/pre-fabricated.

7.10) Fireplace Conditions

The general condition of the visible and accessible areas of the fireplace appeared to be in
serviceable condition at the time of my inspection. For wood-burning fireplaces, cleaning and
inspection of the chimney and fireplace should be performed by a certified chimney sweep
annually.

Laundry Room
We do not test clothes dryers or washing machines and their water connections and drainpipes. If operated, this is done as a courtesy to our clients.
As a prudent investment to avoid a future fire hazard, we recommend having a professional inspect and clean the dryer exhaust pipe twice every
year.

7.11) Laundry Room Conditions

R

Clothes washer is missing a water leak catch pan underneath. It is recommended to use a catch
pan under this appliance. The electrical receptacle adjacent to the clothes washer is not GFCI
protected and should be replaced with a GFCI receptacle by a qualified electrician.
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Missing GFCI

Location

Missing Water Catch Pan

The laundry facilities were located in the basement.
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8 Bath(s)
Method of Inspection
We are not plumbers. Feel free to hire one prior to closing. All bathroom fixtures, including toilets, tubs, showers, and sinks are inspected. If readily
accessible, plumbing access panels are opened. Normal foot pressure is applied around the base of each toilet, tub, and shower to check for
deteriorated flooring. Normal hand pressure is carefully applied to the walls of each shower to check for deterioration. Re-grouting around the tub
shower and fixtures should be considered routine maintenance. We do not perform water leak tests on drain lines or shower pans. Our visual
inspection seeks to determine if there are any active leaks present during our limited time at the property.

All Bathroom Conditions
8.1) First Floor

The plumbing fixtures were functional during my inspection and no defects were observed. The
GFCI receptacle tested functional. Good. The ceiling fan operated normally and is visibly dirty and
should receive maintenance.

8.2) 2nd Floor Full

A water pressure test was performed in this bathroom by flushing the toilet and turning on both the
faucet and shower. Water pressure is good. The powered ceiling fan in this bathroom is visibly
dirty and should receive maintenance.
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8.3) 2nd Floor Master

R

The plumbing fixtures were functional during my inspection. GFCI tested functional. Good. 2nd
floor master bathroom window seal is broken and rust is visible. It is recommended to have this
window replaced by a qualified professional.

Broken window seal / Rust

All Bathroom Lighting
8.4) Lighting Conditions

All bathroom fixtures were operated and functioned normally during my inspection.
Bathroom Sinks
8.5) Counter - Cabinet Conditions
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All bathroom countertops and cabinets were inspected. The drawers and cabinet doors functioned
normally. The cabinets were observed to be securely fastened as well. No defects were
observed.
8.6) Sink Conditions

All bathroom sinks were inspected for proper drainage, the presence of overflow protection, the
proper trap and a water shut-off valve. No defects were observed during my inspection. Good
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9 Garage
Walls - Ceilings - Floors
We do not measure or evaluate the fire-ratings of the drywall / plaster in the garage or the rating of the door between the garage and the home.
These standards may vary in different jurisdictions. Ideally, a ⅝ inch Type X drywall or equivalent on the walls and ceiling that separate the garage
from habitable rooms. Ideally, a 20-minute fire rated door should separate the house and garage. We check for breaches of the firewall. We do not
pressure test the garage door openers.

9.1) Vehicle Door Conditions

The garage door functioned using normal operating controls during my inspection. No garage door
defects were observed during my inspection. Good

9.2) Electrical Conditions

R

The electrical receptacle in the garage adjacent to the water hose is not a GFCI protected outlet.
All electrical receptacles in a garage should be GFCI protected. It is recommended that a qualified
electrician install a GFCI receptacle.

Missing GFCI
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9.3) Lighting Conditions

The lighting in the garage functioned normally during my inspection. No lighting defects were
observed.
Garage Type

The garage is attached to the house.

9.4) Wall Conditions

The general condition of the walls appeared to be in good condition at the time of my
inspection. Personal belongings and / or shelving prevented a full inspection of every garage wall
surface during my visual inspection. These are inspection restrictions.

9.5) Ceiling Conditions

AS

9.6) Floor Conditions

Small cracks in the garage floor were visible during my inspection. These are common cracks
typically from the concrete curation process where the concrete may shrink and crack.

9.7) Door Conditions
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The garage interior door is in good condition and is fire rated. Good
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10 Attic
Attic Area
Attic Access

Master Bedroom.

Method of Inspection

Entered attic area via master bedroom closet access.

Roof Frame Type

The roof framing is constructed with truss framing.

10.1) Attic Conditions

R

Moisture damage / deterioration was observed at sheathing adjacent to gable vent. Recommend
further evaluation and repair as needed by a qualified / licensed contractor.

Attic Ventilation Type

Gable Vents, ridge Vents and soffit vents. Good

10.2) Attic Ventilation Conditions

Attic ventilation appeared to be in good condition during my inspection. A combination of
soffit/ridge and soffit/gable vents are present, providing ample ventilation. Good
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Attic Insulation Type

Loose fill.

10.3) Attic Insulation Conditions

Attic insulation depth is ~10" on average. Good. Attic baffles are not covered nor missing.
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11 Foundation - Crawl Space
Foundation
We are not structural engineers. Feel free to hire one prior to closing to consult with and/or address concerns you may have with the property, even
if our report does not identify any structural material defects. We inspect the structural components including foundation and framing by probing a
number of structural components where deterioration is suspected or where clear indications of possible deterioration exist. Probing is not required
when it would damage any finished surface or where no deterioration is visible.

Foundation Type

Slab on grade.

Foundation Material

Concrete.

11.1) Foundation Conditions

Typical of this style home, I was unable to fully inspect the foundation walls and floors due to the
finished interior components. Also typical of this style home, I was unable to fully inspect the main
beam, floor joists and floorboards due to the finished ceiling and / or wall components. Areas
behind the finished walls and ceilings were concealed and were not visible or accessible for
inspection. These are inspection restrictions.
Flooring Structure
Flooring Support Type

The wood framing floor system was constructed of 2 X 10
floor joists spaced 16" apart bearing on the outside walls.

11.2) Flooring Support Conditions

The visible and accessible areas of the wood framing system appeared to be in good condition at
the time of the inspection.
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12 Basement
Walls - Ceilings - Floors
12.1) Basement Stair Conditions

AS

12.2) Wall Conditions

I was unable to fully inspect the foundation walls and floors during my inspection due to the
finished basement components. Areas behind finished walls and ceilings were concealed and
were not visible or accessible for a full and complete inspection. These are inspection restrictions.
12.3) Ceiling Conditions

Drop ceiling type panels were present. These panels present restrictions during my visual
inspection. I removed a representative number of drop ceiling tiles.

12.4) Floor Conditions

I was unable to fully inspect the foundation walls and floors during my inspection due to the
finished basement components. Areas behind finished walls and ceilings were concealed and
were not visible or accessible for a full and complete inspection. These are inspection restrictions.

Windows - Doors
12.5) Basement Window Conditions

The basement windows functioned normally. No defects observed during my inspection. Good
Electrical Conditions
12.6) Electrical Conditions

R

This receptacle is located adjacent to the clothes washer in the basement. It is not a GFCI
protected receptacle and should be. This receptacle should be replaced with a GFCI receptacle by
a qualified electrician.
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Missing GFCI

12.7) Lighting Conditions

Two types of recessed lighting were present in the basement that function independent of one
another. Both were tested and operated normally during my inspection.
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13 Kitchen
Method of Inspection
We check some of the appliances as a courtesy to our clients. Appliances are outside the scope of a typical home inspection. We do not evaluate
them for their performance nor for the accuracy of their settings or cycles. If we operate a kitchen appliance as a courtesy, this is not a warranty or
guarantee of future functionality. Appliances older than 10 years may exhibit signs of decreased efficiency. Many older ovens are not secured to the
wall. If children may be present in the home we recommend proper securing of the oven to the wall. We recommend installing a minimum 5-pound
ABC-type fire extinguisher inside the kitchen area.

Kitchen Sink - Counter tops - Cabinets
13.1) Counter Conditions

All kitchen countertops were observed to be in good condition during my inspection.
13.2) Cabinet Conditions

All kitchen cabinets were opened and closed as well as observed to be securely attached to the
walls. No kitchen cabinet defects were observed during my inspection. Good
13.3) Sink Plumbing Conditions

The kitchen sink and faucet were in good condition during my inspection. The sink drainage
functioned properly. A water shut-off valve was present. No defects were observed at this fixture.

13.4) Garbage Disposal Condition

The sink disposal was operable at the time of the inspection. Client should consult a licensed
plumber, manufacturer, or disposal supply company for information on proper usage and safety
related concerns.
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Appliances
Stove - Range Type

The oven utilizes natural gas.

13.5) Stove - Range Condition

The oven was in operational condition at the time of my inspection. We operate this appliance as a
courtesy to our clients.

13.6) Hood Fan Conditions

The fan, hood and light were in operational condition at the time of my inspection. Ideally, the fan
would discharge air outside of the home, however this serves as only a recommendation of
current best practices.
13.7) Dishwasher Conditions

The dishwasher was operated with a short cycle. No defects or leaks were observed. Good.
Operating the dishwasher is done as a courtesy to our clients.
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Walls - Ceilings - Floors
13.8) Wall Conditions

AS

13.9) Ceiling Conditions

AS

13.10) Floor Conditions

The general condition of the visible and accessible portions of the floors appeared to be in fair
condition at the time of the inspection. Small chips/cuts in the vinyl kitchen flooring were observed
during my inspection. These are cosmetic defects. See attached photos

Windows - Doors
13.11) Kitchen Window Conditions

All kitchen windows were inspected. They were opened, closed and a functioning locking
mechanism was present on each window. No defects were observed during my inspection.
Electrical Conditions
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13.12) Electrical Conditions

All kitchen countertop receptacles are required to be have functional GFCI protection. As part of
our inspection, we tested these receptacles and found them all to be GFCI protected during my
inspection.
13.13) Lighting Conditions

The light fixtures in the kitchen were tested and functioned normally.
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